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100 meter UHD HDMI KVM Extenders with USB 2.0 support

KVM-SET-16-01-2019

• Supports HDMI 2.0 (4K@60 4:4:4 8 bit)

• Supports 1080P@120Hz

• Supports HDCP 1.4/2.2/2.3 

• HDMI loop through

• Maximum bandwidth 600 MHz

• Extends UHD HDMI signal up to 328 feet (100 

meters)

KVM-1-UHD-Tx

Key Features

Specifications

Model KVM-1-UHD-Tx KVM-1-UHD-Rx

Video Connectors 1 x HDMI Input, 1 x HDMI Output, 1 x 1 x RJ-45 1 x HDMI Output, 1 x 1 x RJ-45

Audio Connectors
1 x 3.5 mm jack input, 1 x 3.5 mm jack output, 1 x 

SPDIF output
1 x 3.5 mm jack input, 1 x 3.5 mm jack output, 1 x 

SPDIF input

RS-232 1 x DB9 Female

IR in/out 1 x 3.5 mm stereo jack each 

Max resolution, distance 100 meters for 4K@60Hz

Power DC 12V 1.5A

Weight 500g 500g

Dimension 122 x 74 x 29 mm

Environmental Operating Temperature: 0 ~ 50C, Storage Temperature: -20 ~ 60C, Humidity: 0 ~ 80C, non-condensing

KVM-1-UHD-Rx

• Supports USB 2.0

• Supports 3D and CEC pass-through

• Supports bi-directional RS-232

• Supports all frequency IR control Supports LPCM, 

Dolby True HD and Dolby Digital audio

• Dolby Digital audio

• 3 year limited warranty


